Haier Biomedical ———

Intelligent Protection of Life Science

Combined Refrigerator
and Freezer

I:":l 530L Optimal Capacity Allocation

8 Independent Dual Zones, Precise
Temperature Control

@ Flexible Storage Structure

Innovative Design, Visual Storage

1

X L]

I.

-

HYCD-530GT

!z\sss’ AWTech loynna komnanui AWTech — oduLmanbHbii napTHep Haier Biomedical.
/0P

Advanced Worldwide Technologies OduumanbHbIn SUCTPUBHIOTOP Ha TeppuTopun Poccuiickoin epepauum.
Mpurnawaem K COTPYAHNYECTBY KOMMEPYECKMEe opraHu3aLmn

127566 Poccua, MockBa,
AnTydbeBcKoe Wocce, Aom 48, kopnyc 1
+7 (499) 346-74-93

info@awt.ru

www.haierrus.ru




mm Haier Biomedical

Intelligent Protection of Life Science

Product Advantages

530L Optimal Capacity Allocation

270L refrigeration + 260L freezing, meeting the
dual-temperature storage needs of customers and

avoiding wasted space in a single compartment.

Independent Dual Zones, Precise Temperature
Control

Precise temperature control of +1.5°C for refrigeration
and +3°C for freezing, eliminating cross-interference
between temperature zones (suitable for classified
storage of medical specimens, pharmaceutical raw
materials, and laboratory reagents without affecting
their quality).

Test standards are based on YY/T 0086-2020 and
GB/T 20154-2024

Flexible Storage Structure

The freezer is equipped with 7 standard drawers
(max. 4 layers, including a large bottom drawer) +
label strips in the refrigerator compartment,

enabling more efficient zone-based traceability.

Innovative Design, Visual Storage

Top-bottom partition design: the refrigeration

zone features avisual glass door with three layers of
tempered glass filled with inert gas, combined with
frame electric heating to reduce fogging and frost
formation. This facilitates sample observation,

access, and presents a clean, aesthetic appearance.

Combined Refrigerator and Freezer
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Intelligent Protection of Life Science

Specifications
Model HYCD-530GT
Cabinet Type Upright
Climate Class N (16~32°C)
Cooling Type Refrigerator: Forced air cooling / Freezer: Direct cooling
Technical Data Defrost Mode Refrigerator: Auto / Freezer: Manual
Refrigerant Refrigerator: R600a / Freezer: R290
GWP (Global Warming Potential) R600a:20/R290:3
Sound Level (dB(A)) 38
Performance Temperature Range (°C) Refrigerator: 2~8 / Freezer: -15~-40
Controller Touch Screen
Control
Display 8.75 Inch Touch Screen
Power Supply (V/Hz) 220~240/50/60
Electrical Data Power (W) 600
Electrical Current (A) 2.5
Capacity (L/Cu.Ft) Refrigerator: 270/9.54 / Freezer: 260/9.18
kg 165/200
Net/Gross Weight (approx)
lbs 363.76/440.92
mm Refrigerator: 668*582*%695 / Freezer: 600%658*827
Interior Dimensions (W*D*H)
Di . in Refrigerator: 26.30%22.91*27.36 / Freezer:23.62*25.91*32.56
imensions
mm 760%810%1925
Exterior Dimensions (W*D*H)
in 29.92*%31.89*%75.79
mm 860*795*%2090
Packing Dimensions (W*D*H)
in 33.9%31.3*82.3
Container Load (20'/40'/40'H) 21/43/43
High/Low Temperature Y
Sensor Error Y
Power Failure Y
Alarms Door Ajar Y
Remote Alarm Y
High Ambient Temperature Y
Low Battery Y
Caster Y
Foot Y
Porthole Y
) Refrigerator: 3/0;
Accessories Shelves/Drawers Freezer: 4/7 (Max 7 Drawers optional, without sliding rack)
Printer Optional (printer or RS485, either-or)
RS485 Y
USB Interface Y
Others Certification CE(26.06)

*Haier Biomedical reserves the right to change products and specifications without prior notice.



