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Cabinet Type

Climate Class

Cooling Type

Refrigerant

Cooling Performance(℃)

Temp Range(℃)

Controller

Power Supply(V/HZ)

Power(W)

Electrical Current(A)

Remote Alarm

High/Low Temp

Power Failure

Sensor Error 

High Ambient Temp

Caster

Foot

Porthole

Shelves

5V Power Supply Port

RS485 Port
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Model

Technical Data

Performance

Control

Electrical Data

Dimensions

Functions

Accessories

Other CE

-30°C
Biomedical

Freezer

Typical Installation 
and Application

Qingdao Haier Biomedical Co.,Ltd.
No.280 Feng Yuan Road, High-tech Zone, 
Qingdao, 266109, P.R. China
Tel: +86-0532-88935593

Applicable for blood stations, hospitals, CDC's, 

industry and other related industries. The 

'

Intelligent defrosting: prolongs the defrosting cycle, 
safeguarding the stability of the storage temperature

Hydrocarbon energy saving: green and environmentally friendly

.

Dual independent refrigeration systems: Superior safety 

℃ 
℃

Advanced defrosting technology eradicates the hidden danger of electric leakage

Capacity(L/Cu.Ft)

Net/Gross Weight(approx)

Energy saving

127566 Россия, Москва, 
Алтуфьевское шоссе, дом 48, корпус 1
+7 (499) 346-74-93
info@awt.ru
www.awt.ru



 

Product dimensionsProduct Advantages

 

Microcomputer control system

Superior thermal insulation performance

Porthole

Electronic mortise lock 

-
gerprint optional).

Safe lock

Insulation design of 
refrigeration unit

Material

Capable of storing more 

Standard USB port

MODEL

CODE W0 W1 W2 D0 D1 H0 H1

 

 

Shelves

stainless steel 
shelves of 6 layers, 

users.

Foam beam design 

Casters and foots

casters + 2 level legs, 

level.
 

 Easy to clean.
 Bottom strainer drawable design

Subtle  temperature rise 

℃, 

electric leakage.

·  More than 24 hours constant alarm warning after power outage.

.
ambient temperature

1st  level center 

4th level center 
5th level center
6th level center 

MODEL

 

temperature/℃

temperature/℃

time/min

Low noise

℃ within 3 hours.

Pressure equalization port

layer.

Intelligent hot gas defrosting


