


Haier Biomedical

Pharmacy Refrigerator

Standard Pharmacy Refrigerator _31/3-2

The product is applicable to pharmacies, pharmaceutical factories, quarantine stations, health centers

Energy savin Low noise
and hospitals, used to store biological products and those need to be stored at a temperature between @ gy g o _ _ o : ) _
R = 70mm thick foam layer, optimized refrigeration system, low Optimized system and structure noise reduction design
2-8°C. power consumption, less than 6 kWh per day
Environmentally-friendly @ Multi-channel sensor,
‘ —= | § Hydrocarbon refrigerant, truly completely environmental reliable and Safe
005039 protection refrigeration system.

Equipped with upper display sensor, lower display sensor,
defrosting sensor, control sensor, ambient temperature
sensor, condenser dirty sensor

Polyurethane insulation layer, the whole series adopts
European ROHS directive materials, for environmental
protection

- i} & Better uniformity
a I Finned evaporator, double fan system.

The temperature is more uniform, the characteristic point
temperature uniformity is +2°C

Typical Performance Characteristics in 32°C Ambient Temp

HYC-639 HYC-639
Cooling down (ambient 32°C) Stability (ambient 25°C)

Temperature (°C) Temperature (°C)

220V/50HZ 115V/60HZ

HYC-639

Time (min) Time (min)
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Haier Biomedical Pharmacy Refrigerator
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Standard Pharmacy Refrigerator

Specifications

Model HYC-639

:[E']: Microprocessor control system:
Microcomputer electronic temperature controller, LED temperature display, the display accuracy is

0.1°C Cabinet Type Upright, Single Door
Multiple alarm functions, such as high temperature alarm, low temperature alarm, sensor error alarm, Climate Class ST
power failure alarm, low battery alarm, door ajar, condenser dirty alarm, high ambient temperature Technical Cooling Type Forced Air Cooling
alarm as key examples. Data Defrost Mode Auto
Audio and visual alarm. The equipment can be connected to the remote alarm interface Refrigerant R600a
quip
Sound Level (dB(A)) 43
— Performance  Temperature Range (°C) 2~8
70mm Insulation Will the fan stop automatically y
. ) . ) . ) when opening the door
\ ) 70mm-thick foaminsulation layer to provide better insulation Control
Controller Microprocessor
Display LED
Porthole Electrical Power Supply (V/Hz) 220~240/50
is Standard equipped with a porthole to facilitate th to test interior t t oete Flectrical Curent (4 o
— andard equipped with a porthole to facilitate the user to test interior temperature berformance | Temperature Sensor e
Characteristics power Consumption (kWh/24h) 6
. Capacity (L/Cu.Ft) 639/22.6
( | Security lock Py
\ ) . (kg) 200/240
Equipped with safety lock , safe storage of drugs Net/Gross Weight (approx) (Ibs) 55115/639.33
(mm) 620*706*1520
Interior Dimension (W*D*H) : X *
TN Dimensions (in) 24.4%27.8%59.8
'_I_, Temperature recorder ceror Do et T = 50"837%1993
. . . . . xterior bimension
\ ) Standard equipped with USB port, the printer and RS485 interface are optional (in) 29.9%35.3*78.5
R _ (mm) 910%1030%2170
Packing Dimension (W*D*H) -
(in) 35.8%40.6%85.4
Container Load (20'/40'/40'H) 12/24/24
High/Low Temperature Y
Remote Alarm Y
Power Failure Y
Alarms Sensor Error v
Low Battery Y
% Material Door Ajar Y
© The inner liner is equipped with spraying steel Audible and Visual Alarm i
plate for easy cleaning Caster v/4
Foot Y/2
Porthole Y
Casters and levelling leg design Accessories | helves/Drawers Al
USB Interface Y
Standard equipped with 4 universal casters and 2 Printer Optional
B b ssssniaaii . s
A adjustable feet to move and stabilize the Chart Recorder* Optional
T equipment
o NI quip Exterior Material Painted Steel
% Interior Material Painted Steel,
Sh | nterior Matena Optional Stainless Steel
i s elves Door Thickness (mm) 20
-~ Standard equipped with 4 shelves Material Cabinet Thickness (mm) 70
- s ) Steel Wire,
b= Shelves Material Coated with Plastic
o No. of Shelves 4
Other Certificate CE, UKCA

*The Chart recorder is equiped with 1 box of recording paper (52 sheets, one sheet per week)
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Haier Biomedical

Standard Pharmacy Refrigerator

The Haier Biomedical pharmacy refrigerators are suitable for pharmacies, drug stores, pharmaceutical
companies, hospitals, clinics and other pharmaceutical storage areas such as storage and logistics. |

Microprocessor control paneland digital display

Permanently lubricated
condenser fan motor

‘:7&
3¢

Locks

Hermetically sealed compressor

Access port

Door handles

Dual-pane glass door design,
convenient and aesthetic

Leveling legs and caster

HYC-1378

Pharmacy Refrigerator
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Durable and Reliable - Key Features

« Energy efficient hydrocarbon (HC) refrigeration system

« Permanently lubricated cooling fan for safety and longevity

» Forced-air cooling with optimized air distribution system designed to achieve maximum temperature
uniformity and stability

« Optimized refrigeration system design for more effective cooling and speedy recovery

« Temperature uniformity within +2°C

« Chamber temperature range 2~8°C

« Microprocessor control with large digital display. Adjustable temperature with anincrement of 0.1°C

« Wide voltage tolerance suitable for regions with an unstable voltage supply

« Designed for ambient temperature 10°C~32°C with humidity below 85%

Safety

« Equipped with a complete temperature alarm system featuring audible buzzer and visible flashing light
« Capable of alerting failures due to high or low temperature, sensor error, door ajar, remote alarm,
power failure and low battery

Ergonomic Design

« Optimized space utilization design with multi-level and adjustable shelf height to accommodate the
different storage requirements of varied sized pharmaceutical products.

« Safety lock to prevent unauthorized access

« Caster design and levelling feet

« Interior light

Product Performance
HYC-1378 HYC-1378
Cooling down (ambient 32°C) Stability (ambient 25°C)
Temperature (°C) Temperature (°C)
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Haier Biomedical

Pharmacy Refrigerator

Standard Pharmacy Refrigerator

Specifications
Model
Cabinet Type
Climate Class
Technical Cooling Type
Data Defrost Mode
Refrigerant
Sound Level (dB(A))
Performance  Temperature Range (°C)
Will the fan stop automatically
when opening the door
Control Controller
Display
Electrical Power Supply (V/Hz)
Data Electrical Current (A)
Performance | 1emperature Sensor

Characteristics

Dimensions

Alarms

Accessories

Material

Other

Power Consumption (kWh/24h)
Capacity (L/Cu.Ft)

(kg)
Net/Gross Weight (approx) E
(Ibs)
(mm)
Interior Dimension (W*D*H) (in)
in
o , (mm)
Exterior Dimension (W*D*H) in)
in
(mm)

Packing Dimension (W*D*H) in)
in

Container Load (20'/40'/40'H)
High/Low Temperature
Remote Alarm

Power Failure

Sensor Error

Low Battery

Door Ajar

Audible and Visual Alarm
Caster

Foot

Porthole
Shelves/Drawers

USB Interface

Printer

Exterior Material

Interior Material

Door Thickness (mm)
Cabinet Thickness (mm)

Shelves Material

No. of Shelves
Certificate

HYC-390F
Upright, Single door
N
Forced Air Cooling
Auto
R600a
43
2~8

Y

Microprocessor
LED
220~240/50/60 115/60
1 1.5
Digital Sensor
1.5 2.5
390/13.8
106/129
233.8/284.5
530*555%1380
20.9%21.9*%54.3
665*710*1965
26.2%28.0%77.4
710*810%2130
27.6%31.9%83.9
22/44/44
Y

< < < < < < < < =<

N
n

Optional Y
Optional
Painted Steel

Polystyrene
40
40
Steel Wire,
Coated with Plastic
7
CE UL

i

HYC-610
Upright, Single Door
N
Forced Air Cooling
Auto
R600a
43 45
2~8

Y

Microprocessor
LED
220~240/50/60 115/60
3 6.2
Digital Sensor
6.6 5.5
610/21.6
204/227
449.7/500.4
680%640%1400
26.8%25.2*55.1
780*840%1945
30.7*33.1*76.6
885%965%2110
34.8%38.0%83.1
12/26/26
Y

< < < < < < < < =<

6/-
Optional
/
Painted Steel

Stainless Steel

40
50
Steel Wire,
Coated with Plastic
6
CE uL

HYC-290
Upright, Single Door
ST
Forced Air Cooling
Auto
R600a
43
2~8

Y

Microprocessor
LED
220~240/50/60 115/60
1.8 2.2
Digital Sensor
4.4 5.1
290/10.2
105/127
231.6/280.1
530*555%1080
20.9%21.9%42.5
665*710*1665
26.2%28.0%65.6
700*810*1810
27.6%31.9%71.3
22/44/44

< < < < < < < < < <

»
=

Optional Y
Optional
Painted Steel

Polystyrene

40
40

Steel Wire,
Coated with Plastic

5
CE UL

[T

HYC-309

Upright, Single Door

N
Forced Air Cooling
Auto
R600a
41
2~8

Y

Microprocessor
LED
220~240/ 50/60
1.9
NTC
4.5
309/10.9
77/87
170/192
525*500%1290
20.7*%19.7*50.8
600*630*1840
23.6%24.8%72.4
680*690%1940
26.8%27.1*74.4
24/51/51

<~ < < < < < < < < =<

(@]
~
|

Optional
Optional
Painted Steel

Polystyrene

40
38

Steel Wire,
Coated with Plastic

5
CE, UKCA

HYC-390
Upright, Single Door
N
Forced Air Cooling
Auto
R600a
43
2~8

Y

Microprocessor
LED
220~240/50/60 115/60

1.8 2.4
Digital Sensor

43
390/13.8
116/139
255.8/306.6

530*555*1380
20.9%21.9%54.3
665%710*1965
26.2%28.0%77.4
710*810*2130
27.6%31.9%83.9

22/44/44

< < < < < < < < < <

~
™

Optional Y
Optional
Painted Steel

Polystyrene

40
40

Steel Wire,
Coated with Plastic

7
CE UL

37/38

HYC-410
Upright, Single Door
N
Forced Air Cooling
Auto
R600a
41
2~8

Y

Microprocessor
LED
220~240/50
2.0
NTC
55
410/14.5
116/139
255.7/306.4
530%590*1380
20.9%22.8%54.3
665*710%1965
26.2%¥28.0%77.4
710*810*2130
27.6%31.9%83.9
22/44/44
Y

MR < < < < < <

<

6/-
Optional
Optional

Painted Steel

Polystyrene

45
40

Steel Wire,
Coated with Plastic

6
CE, ENERGY STAR
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Haier Biomedical

Standard Pharmacy Refrigerator

Specifications

Pharmacy Refrigerator

39/40

Model HYC-940 HYC-940F HYC-1378
Cabinet Type Upright, Double Glass Door Upright, Double Solid Door Upright, Double Door
Climate Class N N N
Technical Cooling Type Forced Air Cooling Forced Air Cooling Forced Air Cooling
Data Defrost Mode Auto Auto Auto
Refrigerant R290 R290 R290
Sound Level (dB(A)) 43 45 43 43 45
Performance  Temperature Range (°C) 2~8 2~8 2~8
Will the fan stop automatically v y v
when opening the door
Control Controller Microprocessor Microprocessor Microprocessor
Display LED LED LED
Electrical Power Supply (V/Hz) 220~240/50/60 115/60 220~240/50/60 220~240/50/60 115/60
Data Electrical Current (A) 25 75 2.7 3 75
Performance  |emperature Sensor NTC NTC NCT
Characteristics  power Consumption (kWh/24h) 11 11 11 12.47
Capacity (L/Cu.Ft) 890/31.4 890/31.4 1378/48.7
Net/G Weight ( ) (kg) 2271279 207/259 310/360
eHross Hegntiapprox (Ibs) 500.4/615.1 456.4/571.1 683.4/793.7
(mm) 1030*590*1425 1030*590*%1425 1320*700*1500
Interior Dimension (W*D*H) -
. . (in) 40.6%23.2%56.1 40.6%23.2%56.1 52.0%27.6%59.1
Dimensions
o ) (mm) 1130*755*%1980 1130*755%1980 1440%950*1980
Exterior Dimension (W*D*H) -
(in) 44.5%29.7%78.0 44.5%29.7%78.0 56.7*37.4%78.0
. . ) (mm) 1250%850*%2170 1250%850*%2170 1620%1040%2140
Packing Dimension (W*D*H) -
(in) 49.2%33.5%85.4 49.2%33.5%85.4 63.8%41.0%84.3
Container Load (20'/40'/40'H) 10/22/22 10/22/22 6/14/14
High/Low Temperature Y Y Y
Remote Alarm Y Y Y
Power Failure Y Y Y
Alarms Sensor Error Y Y Y
Low Battery Y Y Y
Door Ajar Y Y Y
Audible and Visual Alarm Y Y Y
Caster Y Y Y
Foot Y Y Y
Porthole Y Y Y
. Shelves/Drawers 12/- 12/- 12/-
Accessories
USB Interface Optional Optional Y
Printer Optional Optional Optional
Chart Recorder N/A N/A Optional
M | Exterior Material Painted Steel Painted Steel Painted Steel
teri
ateria Interior Material Painted Steel Painted Steel Painted Steel
Other Certificate CE UL CE CE UL
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Haier Biomedical

Pharmacy Refrigerator

Under-Counter Pharmacy Refrigerator _41/4-2

Easy to Install, Ergonomic and Reliable

Haier Biomedical are pioneers in under-counter pharmacy refrigerator design and manufacturing, offering
ultra-low noise system, safety lock, complete alarm system for sample safety and protection.

,y,f = P . B HYC-118 HYC-118A

+ . _ \ Reliability and Key Features
F - - — il P « Energy efficient hydrocarbon (HC) refrigeration system

« Permanently lubricated cooling fan for safety and longevity

« Forced-air cooling with optimized air distribution system designed to achieve maximum temperature
uniformity and stability

» Optimized refrigeration system design for more effective cooling and speedy recovery

» Temperature uniformity within £3°C

» Chamber temperature range 2~8°C

 Microprocessor control, digital display and temperature adjustment with anincrement of 0.1°C

« Designed for ambient temperature 10~32°C with humidity below 70%

Safety
@ « Equipped with a complete temperature alarm system featuring audible buzzer and visual flashing light

« Capable of alerting failures due to high and low temperature, sensor error, door ajar, power failure, and
remote alarminterface

Ergonomic Design
« Interior LED light

- Safety lock to prevent unauthorized access

Product Performance
HYC-118A HYC-118A
Cooling down (ambient 32°C) Stability (ambient 25°C)
Temperature (°C) Temperature (°C)
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Haier Biomedical

Under-Counter Pharmacy Refrigerator

Specifications

Technical
Data

Performance

Control

Electrical
Data

Performance
Characteristics

Dimensions

Alarms

Accessories

Material

Other

Model
Cabinet Type
Climate Class
Cooling Type
Defrost Mode
Refrigerant
Sound Level (dB(A))
Temperature Range (°C)

Will the fan stop automatically
when opening the door

Controller

Display

Power Supply (V/Hz)

Electrical Current (A)
Temperature Sensor

Power Consumption (kWh/24h)
Temperature Sensor or Not
Capacity (L/Cu.Ft)

(kg)
Net/Gross Weight (approx) E
(Ibs)
(mm)
Interior Dimension (W*D*H) (in)
in
o , (mm)
Exterior Dimension (W*D*H) (i)
in
(mm)

Packing Dimension (W*D*H) in)
in

Container Load (20'/40'/40'H)
High/Low Temperature
Remote Alarm

Power Failure

Sensor Error

Low Battery

Audible and Visual Alarm
Door Ajar

Caster

Foot

Porthole
Shelves/Drawers

USB Interface

Exterior Material

Interior Material
Drawers Material

Door Thickness (mm)
Cabinet Thickness (mm)
Shelves Material

No. of Shelves
Certificate

HYC-68
Upright, Solid Door
N
Forced Air Cooling
Auto
R600a
41
2~8

Y

Microprocessor
LED
220~240/50 115/60
0.85 2.5
NTC
0.6
Y
68/2.4
38/40
83.8/88.2
415*385*505
16.3*%15.2%19.9
495*%580*660
19.5%22.8%26.0
570*670*750
22.5%26.4*%29.5
102/207/207

Z < < < < < < <

Y/2
Y
2/1
Optional
Painted Steel
Polystyrene
Steel Wire Dipping Plastic

30
30
Steel Wire, Coated with Plastic
2
CE, UKCA uL

HYC-68A
Upright, Glass Door
N
Forced Air Cooling
Auto
R600a
41
2~8

Y

Microprocessor
LED
220~240/50 115/60
0.85 1.7
NTC
0.9 0.67
Y
68/2.4
38/40
83.8/88.2
415*385*505
16.3*%15.2%19.9
495*%580*660
19.5%22.8%26.0
570*670*750
22.5%26.4%29.5
102/207/207

Z < < < < < < <

Y/2
Y
2/1
Optional
Painted Steel
Polystyrene

Steel Wire Dipping Plastic

30
30
Steel Wire, Coated with Plastic
2
CE, UKCA UL

HYC-118
Upright, Solid Door
N
Forced Air Cooling
Auto
R600a
41
2~8

Y

Microprocessor
LED
220~240/50/60
1.4
NTC
0.42
Y
118/4.2
41/46
90.5/101.5
515%415%630
20.3*16.3%24.8
597*635*810
23.5%25.0%31.9
700*710*930
27.6%28.0%36.6
48/96/96

< < < < < < =<

Y/2
Y/2
Y
3/1
/
Painted Steel
Polystyrene

Steel Wire Dipping Plastic

40
40

Steel Wire, Coated with Plastic

3
CEUKCA

Pharmacy Refrigerator
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HYC-118A
Upright, Glass Door
N
Forced Air Cooling
Auto
R600a
41
2~8

Y

Microprocessor
LED
115/60 220~240/50/60 115/60
1.5
NTC
1.7 1.94
Y
118/4.2
46/51
101.5/112.5
515%415%630
20.3*16.3%24.8
597*635%810
23.5%25.0%31.9
700*710*930
27.6%28.0%36.6
48/96/96

< < < < < < =<

Y/2
Y/2
Y
3/1
/
Painted Steel
Polystyrene
Steel Wire Dipping Plastic

40
40
Steel Wire, Coated with Plastic
3
UL CE,UKCA uL
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Haier Biomedical

Combined Refrigerator and Freezer

Scope of Application

This product is designed to store biomaterials, vaccines, electronic devices and low temperature tests
of special materials, in hospitals, epidemic prevention stations, universities, scientific research
institutes, electronic chemical industry and other enterprise laboratories.

y
(0]

(°)

[Haiefl [Haiel
, { 4
. ’:‘
&
<;‘ e =

G

LED
—

HYCD-282

HYCD-282A

Product Performance

Refrigerator Cool Down Curve Refrigerator Warm Up Curve

Temperature*C TemperatureC
3

o
024681012 14 16 18 20 22 24 26 28 30 32 34 36 38 40 42 0100 200 300 400 S00 600 700 800 900 1000 1100 1200 1300

Time (min) Time (min)

Ambient Temperature

Ambient Temperature

Internal Temperature. Internal Temperature.

Freezer Cool Down Curve

Multipurpose and Space Efficient

* One cabinet with two independent chambers,
both are self-contained and independently
controlled with individual doors

e Refrigerator chamber is equipped with a
double-paned glass viewing window and LED
interior lighting

Environment Friendly

Hydrocarbon refrigerant (R600a for refrigerator/
R290 for freezer) and CFC-free polyurethane
insulation for reduced global warning

Stainless Steel Interior

The interior of refrigerator and freezer are both
made of stainless steel, which is easy to clean
and corrosion-proof

Microprocessor Controller with Digital

Display

* Refrigerator temperature 2~8°C with resolution
of 0.1°C

® Freezer temperature -40~-10°C with resolution
of 1°C

e Multiple alarm functions with remote alarm
contact to ensure safe monitoring

High Performance
* Refrigerator: Forced-air cooling system with
cycle defrost, temperature uniformity+3°C

e fFreezer: Cold wall cooling system, manual
defrost, temperature uniformity+5°C

e Standard USB port & optional printer, easy to
get temperature record

Freezer Warm Up Curve

Temperature’C Temperature’C

0 0 60 80 100 0100 200 300 400 500 600 700 500 900 10001100120013001350

120
Time (min) Time (min)

Ambient Temperature

Ambient Temperature

Internal Temperature Internal Temperature

Specifications
Model HYCD-282 HYCD-282A
Refrigerator ‘ Freezer Refrigerator ‘ Freezer
Cabinet Type _ )
Upright Upright
Climate Class N N

Technical Data

Pharmacy Refrigerator

Cooling Type Forced air cooling Direct cooling Forced air cooling Direct cooling
Defrost Mode Auto Manual Auto Manual
Refrigerant HC HC HC HC
Sound Level (dB(A)) 43 43

Performance Temperature Range (°C) Refrigerator: 2~8 / Freezer: -10~-40 Refrigerator: 2~8 / Freezer: -10~-40
Controller Microprocessor Microprocessor
Control
Display LED LED
Power Supply (V/Hz) 220~240/50/60 220~240/50/60
Electrical Data Power (W) 410 410
Electrical Current (A) 2.5 2.5
Capacity (L/Cu.Ft) 185/6.5 97/3.4 185/6.5 97/3.4
Net/Gross Weight (approx) kg 145/160 145/160

Interior Dimensions (W*D*H) | mm

Refrigerator:605*510%720/

Refrigerator:605*510*720/

Dimensions Freezer: 515*%465*440 Freezer: 515*465*440
Exterior Dimensions (W*D*H) mm 735%660*1810 | 735%660*1810
Packing Dimensions (W*D*H)  mm 795%740%2010 795%740*2010
Container Load (20'/40'/40'H) 21/43/43 21/43/43
High/Low Temperature Y Y
Door Ajar Y Y
Remote Alarm Y Y
Alarms Power Failure Y Y
Sensor Error Y Y
Low Battery Y Y
High Ambient Temp Y Y
Caster Y/4 Y/4
Foot Y/2 Y/2
Porthole Y72 Y72
Accessories Shelves/Drawers 3/1 1/2 3/1 1/2
Stylus Printer Optional Optional
USB Interface Y Y
Others Certification CE CE
Compressor Type Frequency Conversion Compressor Frequency Conversion Compressor
Compressor Quantity 2 2
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Haier Biomedical

Combined Refrigerator and Freezer

Main Application

This product is designed to store biomaterials, vaccines, electronic devices and low temperature
tests of special materials.

¥ A

“

Security Guaranteed

s T

v Variable Frequency Hydrocarbon Refrigeration Data Storage
System
HYCD-469
Key Features

g Temperature Control

*Refrigerator temperature ranges from 2°C to 8°C
*Freezer temperature ranges adjustable from -10°C to -40 °C
*Microprocessor temperature control accuracy 0.1°C (refrigerator) and 1°C (freezer)

Safety

@ «Separate doors for refrigerator and freezer with independent lock catches, dual padlocks available to
ensure product safety
*Multiple alarm functions including high or low temperature, sensor error, high ambient temp, power
failure and remote alarm
«Two types of alarm indicators: audible buzzer and visible flashing light

Refrigerator System

*Refrigerator and freezer have independently controlled variable frequency refrigeration systems,
standalone displays as well as separate on and off controls

*Robust compressor system operating with environmentally friendly hydrocarbon refrigerant
*Refrigerator with high quality and high efficiency cooling fan provides better temperature uniformity and
stability

Specifications

Model

Cabinet Type

Climate Class

Pharmacy Refrigerator

47/48

HYCD-319A(115V) HYCD-469 HYCD-469A HYCD-469A (115V)
Refrigerator ‘ Freezer Refrigerator ‘ Freezer Refrigerator Freezer Refrigerator Freezer
Upright Upright Upright Upright
N N (16~32°C) N (16~32°C) N (16~32°C)

Technical Cooling Type Forced Air Cooling DirectCooling Forced Air Cooling Direct Cooling |Forced Air Cooling| DirectCooling |Forced Air Cooling| Direct Cooling
echnica
Data Defrost Mode Auto Manual Auto Manual Auto Manual Auto Manual
Refrigerant HC HC HC HC HC HC HC HC
Sound Level (dB(A)) 50 45 45 52
Performance Temperature Range (°C) 2-8 -15~-40 2-8 -10~-40 2-8 -10~-40 2-8 -15~-40
Controller Microprocessor Microprocessor Microprocessor Microprocessor
Control
Display LED LED LED LED
Power Supply (V/Hz) 115/60 220~240/50/60 220~240/50/60 115/60
Blectrical | poyyer (w) 450 640 640 640
Data
Electrical Current (A) 6 3 3 7
Capacity (L/Cu.Ft) 200/7.06 100/3.53 269/9.5 200/7.1 269/9.5 200/7.1 245/8.65 200/7.1
Net/Gross Weight kg 145/160 176/207 176/207 176/207
{approx) Ibs 319.7/352.7 388.0/456.4 388.0/456.4 388.0/456.4
* * * * * * * * * * * * * * * *
Interior Dimensions MM 605%510*%720 | 515*465*440 | 593*585*800 |553*545%660 | 593*585*800 553*545%660 593*585%800 | 553*545%660
(W*D*H) in 23.8%20%28.3 |20.2*%18.3*%17.3 | 23.3*%*23.0%*31.5 21.8*¥21.5%26.0] 23.3%*23.0*31.5 |21.8%21.5%26.0 | 23.3*23.0*31.5 |21.8%21.5%26.0
Dimensions
. X . m 735%660*1810 738*%834*1975 738*%834*1975 738*834*1975
Exterior Dimensions
(WD*H) in 28.9%26.0%71.3 201%32.8%77.8 201%32.8%77.8 29.1%32.8%77.8
. . . m 795*740%2010 840%910*2170 840*910*2170 840%910*2170
Packing Dimensions
(W*D*H) in 31.3%29.1%79.1 33.1%358%85.4 33.1%35.8%85.4 33.1%358%85.4
Container Load
21/43/43 14/28/28
(20'/40'/40'H) 14/28/28 14/28/28
High/Low Temperature Y Y Y Y
Sensor Error Y Y Y Y
Power Failure Y Y Y Y
Alarms Door Ajar Y Y Y Y
Remote Alarm Y Y Y Y
High Ambient Temperature Y Y Y Y
Low Battery Y Y Y Y
Caster Y/4 Y Y Y
Foot ¥ Y Y Y
Accessories | Porthole /2 M M Y
1 (For supporting the 3/0 (Max 3 Drawers 3/0(Max 3 Drawers 3/0(Max 3 Drawers
Shelves/Drawers 3/1 upper drawer)/2 3/0 optional, without 3/0 optional, without 3/0 optional, without
(without sliding rack) sliding rack) sliding rack) sliding rack)
USB Interface Y Y Y Y
Others Certification uL CE CE uL
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Haier Biomedical

Pharmacy Refrigerator

Combined Refrigerator and Freezer with Spark-free Interior

This application is suitable for storing highly inflammable products such as research samples, reagents, and
other laboratory inventories within specific temperature ranges. The refrigerator chamber maintains
temperatures between 3~16°C, while the freezer chamber can reach temperatures of -10~-30°C. This setup
provides a controlled environment for storing sensitive materials safely.

Product Advantages
" a )
USB module, printer and RS485 are all available for
easy data acquisition and external connection
~—
( qo ) Eco-friendly hydrocarbon refrigerant and
[ ) ® | CFC-free polyurethane insulation for reduced
®® | GWP (global warming potential)
( \ :
: Both refrigerator chamber and freezer chamber
~@~ | haveanindependent cooling circuit

&y

Microprocessor controller

Effortless Mobility and Stability with 4 Swivel
Casters and 2 Levelling Feet

ATEX Certified with spark-free interior

Explosion-proof fan

Stainless shelves

Stainless steel Interior

Stainless steel water tray

Stainless shelves

2 adjustable levelling leg

Multiple alarm functions for safer monitoring,
audible/visual alert with mute function; remote
alarm contact is equipped as standard

Stainless steel Interior and stainless shelves
(adjustable for refrigerator chamber and
removable for freezer chamber)

Hermetically sealed compressor, optimized
cooling system to ensure high performance and
energy saving

Heavy duty dandles with unique-key lock and

hasp for padlock

Microprocessor controller with digital display

Optional USB

Handle with key lock

Magnetic door seal

Hasp for padlock

Antistatic door lining

4 casters

HLRF-319SF
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Product Specification
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Model HLRF-319SF
Cabinet Type Upright
Climate Class N, 16~32°C
Cooling Type Refrigertor:Forced Air Cooling/Freezer: Direct Cooling
Technical Data Defrost Mode Refrigerator: Auto/Freezer: Manual
Refrigerant Refrigerator: : R600a/Freezer: R290
Sound Level (dB(A)) 43
Performance | Temperature Range (°C) Refrigerator: 2~8/Freezer: -10~-40
Controller Microprocessor
Control Display LED
Power Supply (V/Hz) 220~240/50
Power (W) 230
Electrical Data Electrical Current (A) 1.5
Power Consumption (kWh/day) 1.5
Capacity (L/Cu.Ft) Refrigerator: 219/7.7; Freezer: 100/3.5
_ kg 130/140
Net/Gross Weight (approx)
Ibs 320/353
) ) ) s mm Refrigerator: 605*510*%720/Freezer: 515*465*440
Dimensions Interior Dimensions (W*DH) in Refrigerator: 23.8*%20%28.3/Freezer: 20.2*¥18.3*%17.3
o _ mm 735%660%1810
Exterior Dimensions (W*D*H)
in 28.9%26.0*%71.3
mm 795%740*%2010
Packing Dimensions (W*D*H) " 313%291%791
Container load (20'/40'/40'H) 21/43/43
High/Low Temperature Y
Sensor Error Y
Alarms Power Failure Y
Door Ajar Y
Low Battery Y
Remote Alarm Y
Caster Y/4
Foot Y/2
Porthole N/A
Accessories Shelves Refrigerator: 3 Adjustabe; Freezer: 2 Removeable
Stylus Printer Optional (Printer or RS485, Either-or)
RS485 Optional (Printer or RS485, Either-or)
USB Interface Optional
Others Certification CE, ATEX
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