


Benchtop General-Purpose Refrigerated Centrifuge

Product Features

Intuitive Interface

swing-out rotors, which can accommodate

Acceleration/

Deceleration

setting Temperature setpoint and

real-time temperature

display

Instant access to 1000+

pre-stored programs

Target speed,

centrifugal force

and real-time

speed display

One-touch controls for rapid cooling,

fast centrifugation, smart start/stop,

and lid status indication



Ergonomic Design

Intelligent lid locking monitoring

and dual automatic self-locking

to ensure safe operation

316 stainless steel centrifuge

chamber is rust-free and easy

to clean

Triple-layer construction to ensure

safe use

USB port enables easy export of

operation records, such as speed,

time, temperature, operation curves,

and alarm messages.

Dual gas spring design for safe

Drainage tray is designed to

prevent internal water

accumulation and enhance

corrosion resistance

Key Features of Quick-Flip Biocontainment Safety Lids

fast access to your samples

cues, enhancing safety and replacing multi-turn screw caps or complex lever systems

Designed for ease of use, our lids can be operated with either hand and are glove-

friendly, ensuring seamless operation

Made from Polyetherimide (PEI), our lids provide excellent chemical resistance,

transparency, and durability

top-level safety and performance

Choose our Quick-Flip biocontainment safety lids for innovative, safe, and durable lab solutions.
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Fixed-Angle Rotor

LX-155T750R 1s~99h59m59s
(1-second increment)4*750ml 500~15,500

Function

Yes

Temperature

~40, 
adjustable to 1

7 inch 
touch screen±8

680*715*375

Net 

1151600 CE

Packing Dimensions

140

Lid Opening 

877

Type

Max Capacity

Max RCF (xg)

Max Speed (rpm)

Max Tubes Per Rotor

Tube

Max Tube Capacity (ml)

Max Tube
Dimensions (Ø * L mm)

Tube Type

Sealed

15,500

11*38

Round / Conical
bottom

Sealed

15,500

30

11*38

Round / Conical
bottom

Sealed

14,000

48

11*38

Round / Conical
bottom

Sealed

16,071

10ml

16*86

Round bottom

Sealed

14,000

15ml

Conical bottom

Sealed

6*50ml

6

50ml

Conical bottom

Max Capacity (ml)

Tube

Max Tube Dimensions (Ø x L mm)

Tube Type

15

Conical bottom
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tube-11
50mlコニカル管

Type

Max Capacity 

Max RCF (xg)

Max Speed (rpm)

Sealed

13,500

 Max Capacity 

 Tubes per adapter /rotor 

 Tube 

Max Tube Dimensions
(Ø x L mm)

Tube Type 

5ml

　

14*55

Round bottom

5ml

　

17*60

Conical bottom

Type

Max Capacity

Max RCF (kg)

Max Speed (rpm)

Max Tubes Per Rotor

Tube

Max Tube Capacity (ml)

Max Tube Dimensions
(Ø * L mm)

Tube Type

Sealed

6*50ml

17,065

6

50

Round bottom

Sealed

6*18

PCR

Steel sleeves

5,000

15

Round/Conical
bottom

Steel sleeves

4,640

5,000

50(15)

Round/Conical
bottom

Steel sleeves

10*100ml

3,350

4,500

10

100

Round bottom

Type

Max Capacity 

Max RCF (xg)

Max Speed (rpm)

Sealed

6*100ml

13,000

No adapter needed

  Max Capacity 

 Tubes per adapter /rotor 

 Tube

Max Tube Dimensions
(Ø x L mm)

Tube Type 

100ml

 6 

　

Round bottom

85ml

 1/6 

　

Round bottom
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Swing-Out Rotor

Max. RCF (xg)

Max. speed (rpm)

Max Capacity (ml)

Bucket Type

3,488

4,000

750

Flat bottom

Needed

Max Capacity

Tubes per 
adapter /rotor

Tube 

Max Tube 
Dimensions
(Ø * L mm) 

Tube Type

750ml

4

99*140

Flat bottom

500ml

1/4

96*150

Conical
bottom

1/4

60*165

Conical
bottom

4*100ml

4/16

Round bottom

7*50ml

7/

Conical
bottom

16*15ml

16/64

Conical
bottom

16*106

Large blood
collection tube

(Ø 16mm)

31*5/7ml

13*75/106

Short/long blood
collection

tube

56*1.5ml

11*38

Conical
bottom

Max. RCF (xg)

Max. speed (rpm)

Max Capacity

Bucket Type

3,488

4,000

-

Flat bottom

Max Capacity

Tubes per 
adapter /rotor

Tube 

Max Tube 
Dimensions
(Ø * L mm) 

Tube Type

9*50ml

9/36

Conical bottom Conical bottom

30*10ml

16*106

Large blood collection 
tube (Ø16mm)

39*5/7ml

39/156

13*75/106

Short/long blood
collection tube
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Max. RCF (xg)

Max. speed (rpm)

Max Capacity

Bucket Type

3,148

4,000

-

Rectangular  bottom
Max height 60mm

W*D*H (mm)

Plate Type MTP (without lid) MTP (with lid) PCR plate 96-fold DWP Filter plate

Needed

Max Capacity

Tubes per 
adapter /rotor

Tube 

Max Tube 
Dimensions
(Ø * L mm) 

Tube Type

500ml

4

80*136

Flat bottom

1/4

Flat bottom

1/4

60*136

Conical bottom

100ml

1/4

Round bottom

4*50ml

4/16

Conical bottom

Max. RCF (xg)

Max. speed (rpm)

Max Capacity (ml)

Bucket Type

3,184

4,000

500

Flat bottom

Max. RCF (xg)

Max. speed (rpm)

Max Capacity (ml)

Bucket Type

3,184

4,000

500

Flat bottom

NA

NA
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Max. RCF (xg)

Max. speed (rpm)

Max Capacity

Bucket Type4,000

1 plate

Rectangular bottom

Max Capacity

Tubes per 
adapter /rotor

Tube 

Max Tube 
Dimensions
(Ø * L mm) 

Tube Type

10*15ml

10/40

Conical bottom

14*10ml

14/56

16*106

Large blood collection
tube (Ø16mm)

19*7/5ml

19/76

13*75/106

Short/Long blood
collection tube

11*38

Round/Conical bottom

rotor

W*D*H (mm)

Plate Type MTP (without lid) MTP (with lid) PCR plate 96-fold

rotor

W*D*H (mm)

Plate Type MTP (without lid) MTP (without lid) PCR plate 96-fold DWP Filter plate

Max. RCF (xg)

Max. Speed (rpm)

Max Capacity

Bucket Type

4,000

-

Rectangular bottom 
Max height 60mm
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